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Kelsey Duracat 5e is a durable touring S/UTP Cat5e-rated data cable for 
transmission of digital and analogue signals up to 200MHz. Durcat5e is a flexible 
four twisted pair, stranded conductor, double-jacketed cat5e with a braided screen 
for added interference shielding. Duracat5e is specifically designed for compatibility 
with standard RJ45 and Ethercon connectors and is suitable to transport all Ethernet 
protocols up to 1000base-T between devices up to 90m. Duracat5e has been 
designed as a robust touring data cable to be used with digital equipment within the 
Sound and Lighting industries.



DURACAT 5EProduct  
Specifications

Conductors
Material Copper Conductors in accordance 

to class 2 of PN-EN 60228
Insulation
Material PE

Diameter 1.0mm +/-0.05mm

Colours Blue, Blue/White, Orange,  
Orange/White, Brown, Brown/
White, Green, Green/White

Shielding Braided shield, 38AWG tin copper 
@ 85% coverage

Inner Jacket Special black PVC internal sheath

Outer Jacket
Material PVC black 0.9mm (0.035”) nominal 

thickness
Overall Diameter 7.1mm

Weight kg/metre 0.074

Laying 4 twisted pairs

Drum Sizes 500m, 100m, cut lengths

Technical Data
Test Voltage 700V AC

Char. Impedance 
1- 100 MHz

100 +/- 15 Ohm

Temperature 
Rating

Operating: -20°C to +60°C
Minimum bend radius - 5xOD
RoHS Compliant

 Printing Detail
DURACAT CAT5E DATA CABLE 

SPECIFICATIONS

Frequency 
(MHz)

Damping  
(dB/100m)

Near-End  
Crosstalk (dB)

ACR* 
(dB/100m)

PS-EL-FEXT **  
(dB)

Return Loss  
(dB)

Nom Max Cat5e Nom Min Cat5e Nom Nom Min Cat5e Nom Min Cat5e
1 3.0 3.2 73 65.3 70.0 65 61 23 20

4 5.8 6.0 65 56.3 59.2 55 49 27 23

10 9.3 9.5 62 50.3 52.7 48 41 28 25
16 11.9 12.1 60 47.2 48.1 42 37 28 25

20 13.2 13.6 58 45.8 44.8 39 35 28 25

31.25 16.8 17.1 55 42.9 38.2 35 31 28 23.6

62.5 24.3 24.8 50 38.4 25.7 31 25 27 21.5

100 31.2 32.0 48 35.3 16.8 27 21 26 20.1

125 35.2 not defined 46 not defined 10.8 24 not defined 24 not defined

200 39.0 not defined 45 not defined 6.0 20 not defined 22 not defined

DTL, WA6 9JQ, UK
17
DOP REF: DoP170168
BS EN 50575:2014+A1:2016
CAT6A U/FTP + YY 3c x 2.5mm Video, voice, data transmission 
cable Reaction to Fire: Fca
Dangerous substances: none 1291/0517 Black
500m RoHS2(2011/65/EU)Compliant MIN-013

* Attentuation to Crosstalk Ratio
** Power Sum - Equal Level - Far-End Crosstalk


