2U 19" Rackmount 32A single phase Ceeform
In to 32A Ceeform out and 20x IEC sockets,
with input wiring fault indicators.

PD20-32

Experience the Kelsey difference. Our power distribution
units are designed to meet the highest industry standards,
providing you with a professional-grade solution that
consistently delivers exceptional results. Don't settle for
anything less than seamless operation and utmost
convenience — choose Kelsey's rackmount power
distribution units and elevate your power distribution
capabilities to new heights.
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Specifications

32A Input & Link Thru MCB Protection

Pre-Cut powerCON Option

Dimensions H88 x W485 x D80 MM
Depth inc. Ceeforms 146 MM
Net Weight 2.9KG
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13A Socket

IEC Outputs
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Wiring lllustration

Fault Indicator PCB with on/off switch
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Earth stud on front panel

Internal Wire Table

-+ B 4mm Tri Rated Stranded Conductor Cable
-~ I 4mm Tri Rated Stranded Conductor Cable

e

= = 4mm Tri Rated Stranded Conductor Cable

Earth stud on front Pa nel ~+ w2 5mm Tri Rated Stranded Conductor Cable

- = ) 5mm Tri Rated Stranded Conductor Cable
= e 2.5mm Tri Rated Stranded Conductor Cable

~+ == 0.22mm Normaling Wire
= = ().22mm Normaling Wire

[ -

= mm— ().22mm Normaling Wire
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