
DURACAT 7

Product  
Specifications

kelseyacoustic.co.uk

Kelsey Duracat7 is a durable touring S/FTP Cat7-rated data cable for transmission of 
digital signals up to 600MHz. Kelsey Duracat7 S/FTP is a polyurethane (PUR) jacketed 
0.56mm solid conductor cable with individually screened pairs and an 80% coverage 
overall braided screen. Designed for 10G performance ensuring plenty of headroom 
when used for common Gigabit and 100Mbit protocols. Yet durable enough to survive 
the robust nature of live audio, video and broadcast applications.
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Frequency 
(MHz)

Atten-
uation 
(dB/100m)

Next  
(dB)

PSNEXT  
(dB)

Return 
Loss (dB)

ELFEXT 
(dB/100m)

PSELFEXT 
(dB/100)

Impedance (Ω)

4 3.80 66.30 63.30 23.00 56.00 53.00 1-100MHz 100 +/- 15

10 5.90 60.30 57.30 25.00 48.00 45.00 100-250MHz 100 +/- 20

16 7.50 57.20 54.20 25.00 43.90 40.90 250-500MHz 100 +/- 25
31.25 10.50 52.90 49.90 23.60 38.10 35.10

62.5 15.00 48.40 45.40 21.50 32.10 29.10

100 19.10 45.30 42.30 20.10 28.00 25.00

250 31.10 39.30 36.30 17.30 20.00 17.00

500 45.30 34.80 31.80 17.30 14.00 11.00

600 50.1 60.73 57.73 17.3 39.74 36.74

DTL, WA6 9JQ, UK
17
DOP REF: DoP170168
BS EN 50575:2014+A1:2016
CAT6A U/FTP + YY 3c x 2.5mm Video, voice, data transmission 
cable Reaction to Fire: Fca
Dangerous substances: none 1291/0517 Black
500m RoHS2(2011/65/EU)Compliant MIN-013

Conductors
Material Solid Bare Copper

Insulation
Material Skin-Foam PE-Skin

Diameter 1.33mm +/-0.10 10x2C twist*4P

Colours Blue, Blue/White, Orange, Orange/
White, Brown,
Brown/White, Green, Green/White

Shielding
Pair Screen Al-Pet Shield (coverage> 115%)

Drain Wire Tinned Copper 0.40mm+/- 0.008

Braided Shield 12mm+/-0.008 x 16x9 (coverage 
80+/-5%)

Outer Jacket
Material Matt Black PUR

Overall Diameter 7.8mm +/- 20 

Technical Data
Max Conductor 
DC Resistance

20°C 85.6 Ω

Temperature 
Rating

Operating: -20°C to +60°C

Velocity Ratio 78%

 Available on
100 metre and 500 metre drums
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